01-29-03 MATERIAL SAFETY DATA SHEET 00299 PAGE 1
CSS-14038 CHEM-POWER DIV/FOSTER & CO

SECTION 1 - MANUFACTURER INFORMATION

MANUF/DIST : CHEM-POWER MFG DIV/ FOSTER & CO., INC
15 Wing Drive EMERGENCY PHONE..........: 973-267-4100
ﬁgdaEYSQQIIS PREPARATION/REVISION DATE: 03/17/03

PREPARER/CONTACT: Gary Adams, Chemist
LOCATION : Whs 1

TRADE NAME/SYNONYMS ...: BABY FRESH (Aerosol)
CHEMICAL NAME/SYNONYMS: Air Freshener (Dry type)
CHEMICAL FAMILY... ....: Fragrance Solution
FORMULA... ............: MiIXture

PRODUCT CODE. ..vuuvunn: 19-09
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SECTION 2 - HAZARDOUS INGREDIENTS
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THIS PRODUCT CONTAINS HAZARDOUS INGREDIENTS : YES

CHEMICAL/COMMON NAME CAS-NUMBER % PEL-OSHA TLV-ACGIH
Dimethyl Ketal 67-64-1 3-10 500 ppm 500 ppm
Isobutane 75-28-5 1-10 800ppm 800 ppm
Propane 74-98-6 1-10 2500 ppm 2500ppm
Butane 106-97-8 1-10 800 ppm 800 ppm
Fragrance N/ 1 N/1 N/1 N/ 1
THIS PRODUCT CONTAINS CARCINOGENS (NTP, IARC, or OSHA):NO

CHEMICAL/COMMON NAME CAS-NUMBER % NTP TARC OSHA
N/A N/A N/A N/A  N/A N/A

SECTION 3 - HEALTH HAZARD DATA

HEALTH EFFECTS (Acute And Chronic}- )
INHALATION': May cause dizziness or narcosis at high vapor concentrations. The
solvents listed have been reported to affect the CNS.

EYE CONTACT: Can cause transient irritation.

CHRONIC EFFECTS (Effects due to prolonged, excessive exposure): Lung,liver
and kidney effects are possible on exposure to high concentrations over long
exposure period. Allergic reactions are possible with all fragrance products.
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PRIMARY ROUTES OF ENTRY-
Eyes, i1nhalation.

MEDICAL CONDITIONS AGGRAVATED BY EXPOSURE-
None known.

EMERGENCY FIRST AID PROCEDURES-

EYE CONTACT: Flush with water for 15 minutes. If irritated, call physician.
SKIN CONTACT: Wash with soap and water i1f irritation occurs, call physician.
INHALATION: Move to uncontaminated area.

INGESTION: Injury by ingestion is highly unlikely in view of low order of
oral toxicity. Consult physician.

SECTION 4 - CHEMICAL DATA

BOILING POINT (F)....: N/A SPECIFIC GRAVITY (WATER=1)..... yeaaaaaa: 0.8
VAPOR PRESSURE (mmHg 207mm PERCENT VOLATILE BY VOLUME (% )aeessssss: 100
VAPOR DENSITY (AIR=1): 4.0 EVAPORATION RATE (B.Acet. =1): >l
SOLUBILITY IN WATER-

appreciable

APPEARANCE AND ODOR INFORMATION-
Baby Powder scent aerosol air freshener.

SECTION 5 - PHYSICAL HAZARD DATA

FLASH POINT (Method Used): -40F TCC FLAMMABLE LIMITS : Lel=1.8 % UEL=9.5%

EXTINGUISHING MEDIA-
Carbon dioxide, water spray.

SPECIAL FIRE FIGHTING PROCEDURES-
Keep containers cool. Use shielding to protect personnel against bursting,
rupturing or venting containers.

UNUSUAL FIRE AND EXPLOSION HAZARDS- )
Do not expose aerosols to temperatures above 130F or the container may
rupture explosively. Non-Flammable CPSC Flame Extension test.

INCOMPATIBILITY (Materials To Avoid)-
None known.

HAZARDOUS DECOMPOSITION PRODUCTS-
Kdro gen fluoride, hydrogen chloride, oxides of carbon and minute traces of
phosgene and chlorine formed upon forced combustion.

WILL HAZARDOUS POLYMERIZATION OCCUR-
No.
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ﬁONDITIONS TO AVOID FOR POLYMERIZATION-
one.

IS THE PRODUCT STABLE-
Unstable, the contents are under pressure.

CONDITIONS TO AVOID FOR STABILITY-
Heat.

SECTION 6 - SPILL OR LEAK PROCEDURES

STEPS TO BE TAKEN IN CASE MATERIAL IS RELEASED OR SPILLED- )
Remove sources of flame, spark or heat. Provide adequate ventilation.
Allow spill to evaporate if harm to persons, pets or property will not result.

WASTE DISPOSAL METHODS-

Do not puncture or incinerate containers. Evacuate to atmospheric pressure,
wrap iIn paper and place in containers for sanitary landfill. Spills or full
containers must be disposed of as hazardous waste, Consult federal, state and
local regulations.

SECTION 7 - EXPOSURE CONTROL INFORMATION

VENTILATION- ) ) ] ]
LOCAL EXHAUST: None Required. MECHANICAL (General): Maintain ventilation
SPECIAL... ...: N/A OTHER. . ..... +.uuuv.a: NZA

RESPIRATORY PROTECTION-
None Required.

PROTECTIVE GLOVES-
None Required.

OTHER PROTECTIVE EQUIPMENT-
Safety glasses recommended.

OTHER ENGINEERING CONTROLS-
N/A

WORK PRACTICES- ] i )
Clean up with soap and water. Take care to avoid spraying in eyes.

HYGIENIC PRACTICES-

N/
Remove contaminated clothing and launder before reuse.

SECTION 8 - SPECIAL PRECAUTIONS

PRECAUTIONS TO BE TAKEN IN HANDLING AND STORAGE-

Caution-Contents under pressure. KEEP OUT OF REACH OF CHILDREN. Do not store
where temperatures may exceed 120F. Do not store in area where atmospheric
moisture may corrode the steel cans.
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MAINTENANCE PRECAUTIONS-
N/ 1

OTHER PRECAUTIONS-
Read entire label before using.

ADDITIONAL COMMENTS- ) )
Shipping Name: Consumer Commodity ORM-D. Warning: Contents under pressure.
NOT SUITABLE FOR AIR TRANSPORT.



